
®

La Meunière - CS 10001 - FR 13480 CABRIÈS - TÉL. : +33 4 42 94 05 65 - Fax : +33 4 42 94 05 66

/iponelube -info@ipone.fr - www.ipone.com -  /iponelube - iponelube

1L 60L 220L4L 22L

R ACING

Do you ride a 4 stroke motorbike in competitions, on the track 
or off-road, in the most extreme conditions?   
Use Stroke 4, the 100% synthetic, ester-based lubricant developed 
by IPONE for engines with a very high performance. Thanks to its 
extremely high lubricating power, Stroke 4 reduces friction, withstands 
the highest temperatures, reduces oil consumption and increases 
the power of your machine.
IPONE, exclusive supplier to the Red Bull MotoGP Rookies Cup.

Technical data:

EN

STROKE 4
- 100% SYNTHETIC with ESTER -

Available grade:  
0W40 – 5W40 

 TEST METHOD
 TYPICAL VALUES

DENSITY AT 20° C

VISCOSITY AT 100° C

VISCOSITY AT 40° C

VISCOSITY INDEX (VIE)

FLASH POINT

POUR POINT

 ISO12185 0,862 0,854 G/cm³

 ASTM D445 14,5 14,2 mm²/s

 ASTM D445 81,5 88,2 mm²/s

 ASTM D 2270 186 167 -

 ASTM D92 230 234 °C

 ASTM D97 -45 -42 °C

  0W40 5W40
UNITS OF MESURE

TBN ASTM D2896 10,1 10,1 mgKOH/g

Packaging:


